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INSTALLATION AND OPERATING MANUAL | GB
ATUEL, ATUEL SQ LED ceiling luminaires

CHARACTERISTIC

ATUEL and ATUEL SQ are LED luminaires with a high protection rating — IP 54. They
are designed to illuminate living rooms, offices, hotels, shop rooms, reception halls,
corridors, etc. The base and cover of the luminaires are made of polycarbonate (PC).
The luminaires are equipped with energy saving and durable LEDs, SMD type.
Electronic power supply system for LEDs is installed inside the luminaires. The
luminaires have a power cable that is lead out of the luminaire through tight plastic
gland.
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Model [mAm] [mBm] [mcm] [mDm] Weight
ATUEL, SW 118 25 90 120 0,075kg
ATUEL, 12W 145 25 117 120 0,111kg
ATUEL, 18W 170 26 140 120 0,141kg
ATUEL, 24W 220 26 190 120 0,243kg
ATUEL SQ, 9W 118 25 90 120 0,088kg
ATUEL SQ, 12W 145 25 117 120 0,132kg
ATUEL SQ, 18W 170 26 140 120 0,176kg
ATUEL SQ, 24W 220 26 190 120 0,268kg

Models

Power of the luminaire
Supply voltage
Frequency

Beam angle

Protection rate
Protection class

LEDs type

Light colour

Correlated colour
temperature

Rated lifetime

Colour rendering index (CRI)

Useful luminous flux (Quse)
in a sphere (360°)

Dimmable
Mercury content

Ambient temperature

ATUEL
round luminaire

ATUEL SQ
square luminaire

W ‘ 12w 18W ‘ 24W
220-240V AC
50/60Hz
110°

IP 54

SMD
warm white / neutral white
3000K / 4000K
30000 hours
>80
900 Im ‘ 1250 Im ‘ 1900 Im ‘ 2600 Im
No
0,0mg

-25°C—+45°C
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INSTALLATIONS- UND BETRIEBSANLEITUNG | AT/DE
ATUEL, ATUEL SQ LED Deckenleuchten

CHARAKTERISTISCH

Die Leuchten ATUEL und ATUEL SQ haben ein hohes MaR an Schutz - IP 54.
Sie sollen Wohnzimmer, Biiros, Hotels, Ladenrdume, Empfangsraume,
Korridore usw. beleuchten. Die Basis und der Diffusor der Beleuchtungskorper
bestehen aus aus Polycarbonat (PC). Die Leuchten sind mit energiesparenden
und langlebigen SMD-LEDs ausgestattet. In den Leuchten befindet sich ein
elektronisches Stromversorgungssystem fir LED-Dioden. Die Leuchten haben ein
Stromanschlusskabel, das durch eine spezielle Dichtung herausgefihrt wird.
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9W-900 Im | 12W - 1250 Im | 18W - 1900 Im | 24W - 2600 Im

CAUTION!:

1. Terminal block for current ~220-240V is not included. An advice from qualified
person is needed for installation.

2. For proper operation of ATUEL and ATUEL SQ luminaires, it is forbidden to
cover them with thermal insulation material!

3. Itis unacceptable to use the luminaire without or with a cracked cover.

4. Minimum distance from the illuminated object: 0.5 m between the lighting
luminaire (light source of the luminaire) and the object or illuminated surface.

5. We reserve the right to apply changes in the construction of the product.

6. The information included in this document may undergo changes without
warning. Possible changes will be taken into consideration while working with
other issues of the instructions for use or complementary documents.

7. We take no responsibility for faults resulting from non-compliance with the
this instructions. According to article 568 pt 1 of the Polish Civil Code, the right
resulting from a warranty for physical defects are extinct after the lapse of
2 (two) years after delivery of the luminaire to the Buyer.

INSTALLATION in a suspended ceiling

1. Cuta mounting hole from the suspended ceiling, appropriate for the type of
the luminaire [1].

2. Connect the power cable to the terminal block [2]:
- phase cable (brown) to the slot marked ,L”,
- neutral cable (blue) to the slot marked ,N”.
Terminal block is not included in the set with the luminaire.

3. Position the springs vertically and insert them into the mounting hole in the
suspended ceiling [3].

4. Fix the luminaire in the mounting hole by deflecting the springs to the
horizontal position [4].

Surface INSTALLATION with a special surface mounted frame
(the surface mounted frame is not icluded with the set with the luminaire)
1. Fix the surface mounted frame to the ceiling or wall with raw plugs with
screws [5].
2. Connect the power cable to the terminal block [6]:
- phase cable (brown) to the slot marked ,”,
- neutral cable (blue) to the slot marked ,N”.
Terminal block is not included in the set with the luminaire.
3. Fix the luminaire in the surface mounted frame [7].

SAFETY AND MAINTENANCE

1. Installation of the luminaire should be done by the certified and experienced
electrician. Before starting the installation you must absolutely turn off the main
power supply, where the luminaire should be connected to, to avoid accidental
voltage connection! Electrical cables must be connected according to the
instruction and regulations in force.

2. To keep the optimal technical parameters of the luminaire the periodical
maintenance should be carried out. Before cleaning the product, disconnect it
from power supply. Ignoring this warning can cause danger of electric shock.
The housing of the luminaire should be cleaned by generally available cleaning
supplies and also dried with a soft cloth. Do not use corrosives chemicals and
solvents. Do not use stream of water under pressure.

This symbol stands for selective collecting of the electrical and

electronic equipment, therefore, this product cannot be treated as

other household’s waste. It has to be left at a special used-equipment

collection point. The appropriate dealing with the collection of used
I clectrical and electronic equipment is crucial, especially if the equipment

includes dangerous components which have a negative influence on the
environment and on the health of people.
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G q) Nutzlichtstrom (Quse) in einer Kugel (360°)
Useful luminous flux (Quse) in a sphere (360°) use ATUEL / ATUEL SQ
ATUEL / ATUEL SQ ©360° 9W - 900 Im | 12W - 1250 Im | 18W - 1900 Im | 24W - 2600 Im

WARNUNGI
1. Kein Klemmenblock an das ~220-240V-Netz. Fiir die Installation ist die
Beratung einer qualifizierten Person erforderlich.

2. Furden ordnungsgemaRen Betrieb von ATUEL- und ATUEL SQ-Leuchten ist es
verboten, diese mit Warmeddammmaterial abzudecken.

3. Esist nicht akzeptabel, die Leuchte ohne Diffusor oder mit defektem Diffusor
zu verwenden.

4. Mindestabstand zum beleuchteten Objekt: 0,5 m zwischen der Leuchte (ihrer
Lichtquelle) und dem Objekt oder der beleuchteten Oberflache.

5. Wir behalten uns das Recht vor, das Design des Produkts zu andern.

6. Diein diesem Dokument enthaltenen Informationen kénnen ohne vorherige
Ankiindigung gedndert werden. Mégliche Anderungen werden in den
nachsten Ausgaben der Bedienungsanleitung oder in Veroffentlichungen
und erganzenden Dokumenten enthalten sein.

7. Wir haften nicht fir Méngel, die sich aus der Nichtbeachtung der
Empfehlungen dieses Handbuchs ergeben. Nach Art. 568 § 1 Brgerlichen
Gesetzbuches erloschen die Rechte aus der Gewahrleistung fiir Sachméangel
nach zwei Jahren ab dem Datum der Lieferung der Leuchte an den Kaufer.

INSTALLATION in einer abgehédngten Decke

1. Schneiden Sie ein Befestigungsloch in die abgehéngte Decke, das fur die Art der
Leuchte geeignet ist [1].

2. SchlieRen Sie das Netzkabel an die Klemmenblock an [2]:
- Phasendraht (braun) zum mit 1 gekennzeichneten Loch,
- den Neutralleiter (blau) zu dem mit ,,N” gekennzeichneten Loch.
Im Lieferumfang der Leuchte ist kein Klemmenblock enthalten.

3. Stellen Sie die Federn vertikal ein und setzen Sie sie in das Befestigungsloch in
der abgehangten Decke ein [3].

4. Befestigen Sie die Leuchte im Befestigungsloch, indem Sie die Federn in die
horizontale Position auslenken [4].

OBERFLACHENMONTAGE unter Verwendung eines speziellen
Aufputzrahmen (Der spezielle Aufputzrahmen wird nicht mit der Leuchte
gellefert)
1. Befestigen Sie den Aufputzrahmen mit Wandsteckern und Schrauben an der
Decke oder Wand [5].
2. SchlieRen Sie das Netzkabel an die Klemmenblock an [5]:
- Phasendraht (braun) zum mit L gekennzeichneten Loch,
- den Neutralleiter (blau) zu dem mit ,,N” gekennzeichneten Loch.
Im Lieferumfang der Leuchte ist kein Klemmenblock enthalten.
3. Befestigen Sie die Leuchte im Aufputzrahmen [7].

SICHERHEIT UND WARTUNG
1. Die Installation der Beleuchtungskérper sollte von einem autorisierten und
erfahrenen Elektriker durchgefiihrt werden. Vor Beginn der Installation muss die
Stromversorgung des Stromnetzes, an das die Leuchte angeschlossen werden
soll, abgeschaltet werden, um ein versehentliches Einschalten der Spannung
zu verhindern! Elektrische Kabel miissen gemaR den Anweisungen und den
geltenden Vorschriften angeschlossen werden.

2. Um optimale technische Parameter der Leuchte zu gewahrleisten, sollte
deren Wartung regelmaRig durchgefiihrt werden. Trennen Sie das Gerat vor
der Reinigung von der Stromversorgung. Das Ignorieren dieser Warnung kann
zu einem Stromschlag fiihren. Das Gehduse der Leuchte sollte mit allgemein
erhdltlichen Reinigungsmitteln gereinigt und mit einem weichen Tuch trocken
gewischt werden. Verwenden Sie keine dtzenden Mittel oder Losungsmittel.
Verwenden Sie keine Druckwasserstrahlen.

Das Symbol bedeutet selektives Sammeln von elektrischen und

elektronischen Gerdten. Dieses Produkt darf nicht als Hausmdill

behandelt werden. Es sollte an die entsprechende Sammelstelle fur

gebrauchte elektrische und elektronische Gerate tibergeben werden.
I Die ordnungsgemale Umsetzung der Aufgaben im Zusammenhang mit
der Sammlung von Elektro- und Elektronikaltgeraten ist besonders wichtig, wenn
diese Gerate geféhrliche Komponenten enthalten, die sich besonders negativ auf
die Umwelt und die menschliche Gesundheit auswirken.



